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 System Connection

DLE WMC-100 (Multi-Converter)

i |[«—RS-232
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Adapter
(DC 12V / 500mA)

Shortcut Command e

Shortcut operations are available for controllers having the PRESET FUNCTION key.
Entering from one to two digits using the numeric key(s) and pressing the PRESET
FUNCTION key will create a shortcut to the respective functions as below.

FUNCTION KEY Preset No. How To. EXAMPLE
PRESET PRESET 1-59 NO. + PRESET | 1 + PRESET
SCAN PRESET 61-68 NO. + PRESET | 61 + PRESET
TOUR PRESET 71-78 NO. + PRESET | 71+ PRESET
PATTERN PRESET 81-84 NO. + PRESET | 84+ PRESET
AUTOSCAN MENU | PRESET 60 NO. + PRESET | 60+ PRESET
TOUR MENU PRESET 70 NO. + PRESET | 70+ PRESET
PATTERN MENU PRESET 80 NO. + PRESET | 80+ PRESET
ALARM RESET PRESET 90 NO. + PRESET | 90+ PRESET
RUN HOME PRESET 91 NO. + PRESET | 91+ PRESET
AUTO PAN PRESET 92 NO. + PRESET | 92+ PRESET
ENTER PRESET 94 NO. + PRESET | 94+ PRESET
DOME MENU PRESET 95 NO. + PRESET | 95+ PRESET
ESC KEY PRESET 96 NO. + PRESET | 96+ PRESET
CTRL KEY(IN MENU)| PRESET 95 NO. + PRESET | 95+ PRESET
Relay On PRESET 85 | 86 | NO.+ PRESET | 85+ PRESET
Relay Off PRESET 69 | 79 | NO.+ PRESET | 69+ PRESET
Pan On PRESET 87 NO. + PRESET | 87+ PRESET
Pan Off PRESET 89 NO. + PRESET | 89+ PRESET
Heater On PRESET 88 NO. + PRESET | 88+ PRESET
Heater Off PRESET 99 NO. + PRESET | 99+ PRESET
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Appendix 1-18x ZOOM CAMERA MENU DESCRIPTIONS °

CAMERA MENU
FOCUS CONTROL
WB
AE
LINE LOCK
BLC
SHARPNESS
D.ZOOM
CAMERA DEFAULT
SAVE AND EXIT

FOCUS CONTROL
- A MODE : AUTO / MANUAL
e AF SENSITVITY : HIGH / LOW
i\;\\?f RE‘J,‘Q;?E}Q‘{‘.‘L EXIT) HIGH : Use this option when shooting fast motion.
LOW : Offers better focus stability. In low luminance conditions,
Auto Focus stops operation even when brightness changes,
enabling stable images of moving objects.

FOCUS SETUP

CAUTION : Avoid continuous, 24-hour use of the auto focus
heavy movement condition.
This will shorten the lifespan of the lens.

] WB (white balance)
WS MODE : MANUAL / AUTO / INDOOR / OUTDOOR / ONE PUSH / ATW
M(_?DF AUTO RGAIN 0 ~ 255
Seane i BGAIN 0 ~ 255
EXIT * Use the ATW mode for normal use.
** RGAIN / BGAIN modes are controllable only in MANUAL Mode
NOTE : "ONE PUSH" means that when rotating the joystick handle
for a moment the lens moves to adjust the focus for the
subject. The focus lens then holds that position until the
joystick handle rotation.
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AE CONTROL
AESETUP MODE : FULL AUTO / MANUAL / SHUTTER PRIO / IRIS PRIO / BRIGHT
MODE  : FULL AUTO SLOW SHUTTER : AUTO / MANUAL
SLOW SHUTTER : AUTO (AUTO effect only FULL AUTO mode)
?;?N :‘Fé:)s IRIS : CLOSE / F28/ F22 /F19 /F16/F14 /F11 /F9.6 /F8.0 / F6.8
BRIGHT - 14 /F5.6/F4.8/F4.0/F3.4/F2.8/F2.4/F2.0/F1.6/F1.4
SHUTTER  1/60 GAIN:0/6/12/6 ...... /30 DB
SAYESNIIE SHUTTER : 1/1,1/2, 1/4(3), 1/8(6). .. 1/1000, 1/2000, 1/4000,
1/10000. (Values in ( ) are for PAL Camera.)
BACK LIGHT COMPANSATION

Objects in front of bright backgrounds will be clearer with BLC ON.

SHARPENSS CONTROL
The higher, the more enhanced edges in the picture(0~63).

DIGITAL ZOOM
OFF - Optical zoom only
2x,4x, Max. - Digitally magnifies up to 2x, 4x 12x respectively.

NIGHT SHOT
The NIGHT SHOT option removes the IR Cut filter of the camera and makes the camera sensitive to near infrared.
NIGHT SHOT SETUP MODE : MANUAL"’AUTO i .
MEIDE o AUTO - Camera automatically goes into B&W mode at low light.
LOCAL CONTROL : OFF MANUAL - Manually controls the Night Shot mode in LOCAL
EXIT CONTROL option.

STABILIZER
When the Image Stabilizer Function is ON, it helps to obtain a stable image in unstable condition caused
by jarring movements. For a vibration frequency of around 10 Hz, correction is approximately 90%.

CAMERA DEFAULT
Returns all changed camera values to factory default .

Ll
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Appendix 1-18x ZOOM CAMERA MENU DESCRIPTIONS

Model | WSJ-E18IN WSJ-E181P

Image device 1/4 inch Sony Super HAD CCD

EIZ ?;:E;fsplciure Approx. 380,000pixels Approx. 440,000pixels
Lens 18x optical zoom, f=4.1mm(wide) to 73.8mm(tele), F1.4 1o F3.0
Digital zoom 12x (216x with optical zoom)

Viewing angle (H) 48.0 (wide end) to 2.8 (tele end)

Mlnlmum st 35mm (wide end) to 800mm (tele end)

distance

Sync system Internal / External(V-lock)

Minimum 0.7 Lux (typical value), 0.1Lux at 1/4sec mode,
illumination 0.01 Lux at 1/4sec & ICR-ON mode

S/N ratio More than 50dB

Electronic shutter 1/1 o 1/10,000s, 22 steps

White balance Auto, ATW, Indoor, Outdoor, One-push, Manual

Gain Auto, Manual(-3 to 28dB, 2dB steps)

AE control Auto, Manual, Priority mode

Back-light . On/ Of

compensation

Focusing system Auto, One-push AF, Manual

**The data are initialized to its shipping condition
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Appendix 1-26x Z00M CAMERA MENU DESCRIPTIONS

CAMERA MENU

FOCUS CONTROL

WB CONTROL

AE CONTROL

BACK LIGHT : OFF
SHARPNESS 1 9(0~63)
DIGITAL ZOOM : OFF (2X/4X/MAX)

*NIGHT SHOT

*STABILIZER : ON/OFF
CAMERA DEFAULT

SAVE AND EXIT

FOCUS CONTROL

MODE : AUTO / MANUAL

AF SENSITVITY : HIGH / LOW

HIGH : Use this option when shooting fast motion.

LOW : Offers better focus stability. In low luminance conditions,
Auto Focus stops operation even when brightness changes,
enabling stable images of moving objects.

FOCUS SETUP

MODE :AUTO
AF SENSITIVITY : HIGH
SAVE AND EXIT(ESC TO EXIT)

CAUTION : Avoid continuous, 24-hour use of the auto focus
heavy movement condition.
This will shorten the lifespan of the lens.

WB (white balance)
WESEE MODE : MANUAL / AUTO/INDOOR / OUTDOOR / ONE PUSH / ATW
MODE = AUTO RGAIN 0 ~ 255
= BGAIN 0 ~ 255
EXIT * Use the ATW mode for normal use.

** RGAIN / BGAIN modes are controllable only in MANUAL Mode

NOTE : "ONE PUSH" means that when rotating the joystick handle
for a moment the lens moves to adjust the focus for the
subject. The focus lens then holds that position until the
joystick handle rotation.
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Appendix 1-26x Z00M CAMERA MENU DESCRIPTIONS .
AE CONTROL
AESETUP MODE : FULL AUTO / MANUAL / SHUTTER PRIO / IRIS PRIO / BRIGHT

SLOW SHUTTER : AUTO / MANUAL

(AUTO effect only FULL AUTO mode)
:E{ﬁm -“f};ﬂ IRIS : CLOSE / F28/F22 /F19/F16/F14 /F11/F9.6 /F8.0/F6.8
BRIGHT - 14 /F5.6/FA8/F4.0/F3.4/F28/F2.4/F20/F1.6/F1.4
SHUTTER : 1/60 GAIN:0/6/12/6 ...... /30 DB
SAVEANDEXTT SHUTTER: 111, 1/2, 1/4(3), 1/8(6). .. 1/1000, 1/2000, 1/4000,
1/10000. (Values in ( ) are for PAL Camera.)

MODE :FULLAUTO
SLOW SHUTTER : AUTO

BACK LIGHT COMPANSATION
Objects in front of bright backgrounds will be clearer with BLG ON.

SHARPENSS CONTROL
The higher, the more enhanced edges in the picture(0~63).

DIGITAL ZOOM
OFF - Optical zoom only
2x,4x, Max. - Digitally magnifies up to 2x, 4x 12x respectively.

NIGHT SHOT
The NIGHT SHOT option removes the IR Cut filter of the camera and makes the camera sensitive to near infrared.

MODE : MANUAL / AUTO

— o AUTO - Camera automatically goes into B&W mode at low light.
LOCAL CONTROL. + OFF MANUAL - Manually controls the Night Shot mode in LOCAL
EXIT CONTROL option.

NIGHT SHOT SETUP

STABILIZER
When the Image Stabilizer Function is ON, it helps to obtain a stable image in unstable condition caused
by jarring movements. For a vibration frequency of around 10 Hz, correction is approximately 90%.

CAMERA DEFAULT
Returns all changed camera values to factory default .
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Appendix 1-26x ZOOM CAMERA MENU DESCRIPTIONS

(Model | wsJE26IN WSJ-E261P

Image device 1/4 inch Sony Super HAD CCD

Elfefz erﬁngspmure Approx. 680,000pixels Approx. 800,000pixels
Lens 26x optical zoom, f=3.5mm(wide) to 91.0mm(tele), F1.6to F3.8
Digital zoom 12x (312x with optical zoom)

Viewing angle (H) 42.2 (wide end) to 1.6 (tele end)

N!lnlmum ol 320mm (wide end) to 1,500mm (tele end)

distance

Sync system Internal / External (V-lock)

Minimum 2.0 Lux (typical value), 0.14Lux at 1/4sec mode,
llumination 0.05 Lux at 1/4sec & ICR-ON mode

S/N ratio More than 50dB

Electronic shutter 1/1 0 1/10,000s, 22 steps

White balance Auto, ATW, Indoor, Outdoor, One-push, Manual

Gain Auto, Manual(-3 to 28dB, 2dB steps)

AE control Auto, Manual, Priority mode

Back-light ' On/ Off

compensation

Focusing system Auto, One-push AF, Manual

**The data are initialized to its shipping condition
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Appendlx 1-36x ZOOM CAMERA MENU DESCRIPTIONS -~ Append:x 1-36x ZOOM CAMERA MENU DESCRIPTIONS -
%
1. Camera Menu
11 Focus setup . Model WSJ-E361N WSJ-E361P
To control the camera focus mode, move the ' Image device 1/4inch Sony Super HAD CCD
Joystick Left/Right on the Focus menu. And MODI AUTO Effactive pict
change the mode Auto/Manual with Zoom B Lo RCUB IR Approx. 380,000pixels Approx, 440,000pixels
: : SOOM TRK SPD LOW elements
button or Joystick Left/Right. EXIT ] o | e ide) 0122 190 FIB0F
7 ens % optical zoom, f=3.4mm(wide) to 122.4mm(tele), F1.6to F4.5
Focus mode change: J;g:« or or Digital zoom 12x (432 with optical zoom)
SELECT=LEFT/RIGHT/TELEWIDE Viewing angle (H) 57.8 (wide end) o 1.7 (tele end)
White Bal B Minimum working :
To control the camera White Balance, move AR distarice 320mm (wide end) to 1,500mm (tele end)
the Joystick Left/Right on the WB menu. MODI ATW Sync system Internal / External(V-lock)
And change the mode with Zoom button or COLDRTEME A — -
Joystick Left/Right. EJ\:)\\ ‘:: Minimum 1.4 Lux (typical value), 0.1Lux at 1/4sec mode,
Wi mode chanae: @’ = W= EXIT llumination 0.01 Lux at 1/4sec & ICR-ON mode
B IvEck H S/N ratio More than 50dB
SELECTLEFT/RIGHT/TELE/WIDE Electronic shutter 1/1 t0 1/10,000s, 22 steps
Back Light — White balance Auto, ATW, Indoor, Outdoor, One-push, Manual
Move to the cursor o the Back Light menu Gain Auto, Manual(-3 to 28dB, 2dB steps)
and change Back Light mode Off/WDR with Hon! o AE control Auto, Manual, Priority mode
Zoom button or Joystick Left/Right. I - :
Back Light mode change: J Back-light
g ge: ! ; On / Off
EX11 compensation
@ Qr || FAR | |Qr | [NEAR -
Jienitk H Focusing system Auto, One-push AF, Manual
m— **The data are initialized to its shipping condition
ExDusure EXPOSURE
To control the camera Exposure value, move
the Joystick Left/Right on the Exposure menu. BRIGHINESS 015
And change the value with Zoom button or i N
Joystick Left/Right. AGC
Exposure mode change: i
@ o o o]
JoysTick N TN SELECT—LEFT/RIGHT/TELE/WIDE
Special setup _—
To set the camera Special function, move the
Joystick Left/Right on the Special menu. DAY/NIGHT COLOR
And change the value with Zoom button or i '
Joystick Left/Right. )
Special setup mode change:
4@ or | [TELe .gr WIDE
JOYSTICK K SELECT—LEFT/RIGHT/TELE/WIDE
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